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Introduction
TCM is currently conducting reclamation at the
Centralia Mine located about 6 mi (9.7 km)
northeast of the town of Centralia, Washington.
Plans for reclamation of the Central Packwood
Pit were revised after mining was discontinued
following a slope failure in the pit footwall. The
revised plans addressed reclamation of approx-
imately 460 ha of disturbed land, including de-
signs for a pit lake of approximately 87.7 ha, re-
ferred to as the Central Packwood Lake.

This paper describes the development of
the water balance and water quality models
that were used to support the design of the pit
lake and for the probable hydrologic conse-
quences assessment (PHC) of the reclamation
plan. The PHC assessment included the ex-
pected range in lake filling times, the expected
fluctuations in lake levels and lake outflows,
the expected water quality in lake outflows,
and the expected water quality and limnolog-
ical conditions within the lake. The lake water
balance and the mass balance water quality
model were supported by considerable site
data. Results from geochemical modeling and
from natural lakes and pit lake analogues were
also used in the assessment.

Climate data, including precipitation,
evaporation, temperature and wind speed,

have been collected at the Centralia Mine since
1981. The site has a predominately marine cli-
mate, characterized by mild temperatures. A
dry season extends from late spring to mid-
summer, with precipitation frequently limited
to a few light showers. Winter storms are com-
mon with strong winds and heavy precipita-
tion during the months from October through
March. These storms are frequent and may
continue for several days. TCM has also ob-
tained periodic measurements of groundwater
elevations and water quality sampling from a
network of monitoring wells and has con-
ducted aquifer tests at these wells. Water qual-
ity samples have also been collected from sur-
face runoff from active mine areas and
reclaimed areas. These data have been used to
develop the pit lake water balance and water
quality predictive models. Furthermore, TCM
has obtained water balance measurements at
Pit 7, a flooded mine pit, and water quality
samples at selected depths from partially
flooded mine pits. These data have been used
to assess the reliability of the predictive mod-
els and assessments.

Water Balance Modeling
The water balance model is fundamental to
the design of the pit lake and for predicting
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solute loads to the lake. A pit lake daily water
balance simulation model was constructed
using the pit lake bathymetry, groundwater in-
flows (GWin) using simplified groundwater
flow equations, and estimates of daily surface
water inflows (SWin), direct precipitation on
the surface of lake (P), the evaporation from
the surface of the lake (E), and surface water
outflows (SWout). The daily change in pit lake
water volume ΔS was simulated using the gen-
eral water balance equation:

ΔS = P + SWin + GWin – E + – SWout

P and E in the water balance are deter-
mined from the daily precipitation and evap-
oration records from the eleven year record
and the lake surface area corresponding with
the water elevation in the lake in the water bal-
ance simulation. The daily change in the pit
lake water elevation in the water balance sim-
ulation is calculated from the daily change in
water volume (ΔS) divided by the lake surface
area at the simulated water elevation in the
lake. The surface water outflow (SWout) is the
lake outflow calculated using the outlet rating
curve and the water elevation in the lake. Mod-
els for simulating surface water inflows (SWin)
and groundwater inflows (GWin) are required
to complete the lake water balance simulation.
The lake water balance analysis was simulated
on a daily basis to provide information on the
expected fluctuations in lake levels and lake
outflows.

The groundwater inflow to the pit has
been negligible during mining and pumping
was required only for pit inflows from surface
runoff during and immediately following pre-
cipitation events. The Dupuit-Forchheimer ra-
dial flow discharge formula (Bear 1979) was
used to estimate groundwater inflow from the
mine spoils along the east of the lake and from
the undifferentiated bedrock and coals around
the south and west sides of the lake. The one
dimensional form of the steady-state analyti-
cal equation was used to estimate groundwa-
ter inflow from the alluvium and underlying

bedrock on the north side of the lake. The hy-
drogeological characteristics and the bound-
ary conditions for the analytical models were
derived from site monitoring wells, well tests
and site groundwater investigations provided
in the mine permit application. The approach
modeled groundwater inflow as a series of
steady state solutions. The empirical data and
modeling results indicate that the overall rate
of groundwater flow toward the pit is quite low
relative to inflows from precipitation and sur-
face water due to the low permeability and
steeply dipping geologic strata.

Several rainfall-runoff models were evalu-
ated in a water balance analysis of the flooded
Pit 7 performed using records on daily rainfall
and evaporation, pit pumping and periodic pit
water level measurements. A seasonal curve
number model using a curve number of 89 for
the period from April 1 through October 31 and
a curve number of 98 for the period from No-
vember 1 through March 31 was found to pro-
vide the best results for the Pit 7 water balance.
These seasonal curve number estimates
bracket the curve number estimate obtained
from the empirical tables for bare soil at the
site (Natural Resource Conservation Service
2004). These “calibrated” seasonal curve num-
bers were used to model the rainfall-runoff re-
lationship during reclamation when the lake is
filling.

The seasonal runoff curve numbers were
adjusted to model the rainfall-runoff relation-
ship for the lake water balance after final recla-
mation when the lake is full. The rainfall runoff
response during the period from April 1
through October 31 is expected to decline con-
siderably following reclamation because of the
higher infiltration rates and higher evapotran-
spiration loss from the forest cover during this
period. A seasonal curve number of 70 is spec-
ified in the Mine Permit Application for forest
cover conditions at the site and was selected to
represent the seasonal curve number for the
low antecedent moisture conditions during
the dry period from April 1 through Oct 31. A
seasonal curve number of 96 was used to
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model the surface runoff and delayed inter-
flow response to rainfall for the high an-
tecedent moisture conditions during the wet
period from November 1 through March 31.
The reduction in the winter season curve num-
ber from 98 to 96 was selected based on the
relatively low water loss during the winter by
interception and evapotranspiration of the
forest cover following reclamation.

While these seasonal curve number ad-
justments were initially based on professional
judgment, the reliability of the estimates were
evaluated by comparing the surface runoff vol-
ume estimated by applying the seasonal curve
number model to a nearby 538 ha watershed
with forest cover comparable to the reclama-
tion cover planned for the Central Packwood
Lake drainage. The surface runoff from this
drainage was collected in a pond where it was
pumped around mining operations. The
pumped volume measured over a 19 month
period was within 5 % of the net runoff volume
estimated for this drainage using the seasonal
curve number model and the daily precipita-
tion and evaporation records.

Surface water runoff from the surround-
ing watershed provides about 65 % of the lake
inflow when the lake is full. The remaining in-
flow is mostly from direct precipitation on the
lake surface while groundwater inflows aver-
age only about 1.2 % of the total lake inflow.
The simulation results show that the lake
water elevations are below the outlet control
elevation during the months of July through
October, although the duration of the period
of no outflow from the lake varies with the sea-
sonal patterns of precipitation and evapora-
tion. The annual lake outflows averaged
2.27 Mm³ based on the 11-year simulation pe-
riod. With a total lake capacity of 16.529 Mm³,
the mean residence time for water in the lake
is estimated to be approximately 7.3 years.

Water Quality Modeling and Assessment
The evolution of water quality in the Central
Packwood Lake will be controlled largely by the
quality of water entering the lake during and

after reclamation. Pit wall mineralogy is also
cited as a control of pit lake water quality
(Boehrer and Schultze 2006). However, the
spoil material and the bulk of the overburden
at the pit is not acid forming and the exposed
coal seams and any acid forming overburden
material will be covered with neutralizing spoil
material. Thus, pit wall mineralogy is not ex-
pected to adversely impact lake water quality
or pH levels.

The water balance modeling and repre-
sentative concentrations for the various water
sources were used to construct a mass balance
model to simulate the evolution of water qual-
ity in the lake during lake filling and after recla-
mation. The water quality of the surface water
draining the east spoil pile was used to repre-
sent the surface water quality entering the lake
during reclamation operations. The water
quality of surface water entering the lake fol-
lowing reclamation was based on the average
concentrations in samples collected in runoff
from reclaimed areas at the Centralia Mine.
The median concentrations in samples from
groundwater wells were used to represent the
water quality in lake inflows from each of the
groundwater sources around the lake.

The water quality modeling results for the
lake during filling and after the lake is full are
summarized in Table 1. These results show that
sulphate and sodium are the dominant ions in
lake water. The TDS and most of the major ions
and trace constituents are predicted to decline
over time due to the reductions in the concen-
trations in surface water inflows and the larger
contribution of essentially pure water from
precipitation when the lake is full. Nitrate con-
centrations are predicted to increase due to
the site data indicating higher nitrate in sur-
face water from areas following reclamation.

The pH of water entering the lake is pro-
jected to be near neutral based on samples of
surface runoff from active mine areas and re-
claimed areas. Although a mass balance of hy-
drogen ions could be used to model pH in the
lake, pH was not modeled because it will be af-
fected by biogeochemical processes within the
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lake and will vary with depth when the lake
stratifies. The mass balance modeling ap-
proach treats all lake water quality parameters
as conservative constituents. Concentrations
of water quality constituents in the lake will
deviate from the model predictions, depend-
ing upon the actual mass loading rates for var-
ious water sources and the influence of physi-
cal and biogeochemical processes within the
lake. Iron and manganese can precipitate in
the oxygenated waters of near neutral pit lakes
and be removed by settling. Furthermore, a
constructed wetland at the inlet to the lake is
expected to result in reduced the iron and
manganese loadings to the lake. Likewise, the
chemical characteristics of the water entering
the lake together with the climate of the site
and the physical characteristics of the lake will
influence biological processes, lake tempera-
ture, pH and chemical stratification. These
processes will result in lake water chemistry
that deviates to some degree from the mass
balance modeling results. Nevertheless, the
mass balance modeling results are still useful
for geochemical modeling, for predicting
trophic condition, and for assessment of likely
biogeochemical processes within the lake and
lake sediments.

The mass balance modeling indicates that
total phosphorus loadings should stabilize at
a level of approximately 0.0181 g/m² of lake
surface per year. The phosphorus loading ver-

sus mean depth divided by residence time re-
lationship in Vollenweider and Dillon (1974) in-
dicates that lake will be oligotrophic. The
trophic level and photosynthesis will have a
significant influence on lake water quality. Cal-
cium precipitation can be triggered by high pH
levels corresponding with high rates of photo-
synthesis (Flite 2006). Biomass and calcium,
iron, and manganese precipitates settle to the
lake bottom along with the nutrients and the
metals that adsorb to the settled organic and
inorganic material. Likewise, sulphate reduc-
tion under anoxic conditions in deep water
and lake sediment can remove sulfate. How-
ever, sulphate reduction is generally not signif-
icant under oligotrophic conditions, where the
supply of organic matter limits the rate of sul-
phate reduction in the anoxic portions of lake
sediments (Holmer and Storkholm 2001).
These constituents may be sequestered in the
lake sediments or some or all may be recycled
depending upon geochemical conditions in
the lake sediments. The fate of these con-
stituents and the dissolved oxygen conditions
will depend on the biological productivity of
the lake and whether seasonal or sustained
stratification develops within the lake.

Lake Stratification, Water Chemistry and
Dissolved Oxygen
Most natural lakes in temperate zones exhibit
thermal stratification during the summer but

Table 1 Water Quality 
Modeling Results.

Constituent Units Lake Filling Final 
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mix in the fall as the water near the surface
cools and mixes with the deeper water in the
lake. The lowland lakes in western Washington
will mix throughout the winter and are re-
ferred to as monomictic (Bortleson et al. 1974).
Many pit lakes and a few natural lakes do not
mix throughout the water column but remain
stratified over sustained periods and are re-
ferred to as meromictic (Boehrer and Schultze
2006). Dissolved solids become concentrated
in the deep water in a meromictic pit lake re-
sulting in a water density difference between
the shallow and deep water that is sufficient to
withstand the destabilizing forces of wind. Re-
duced metals, hydrogen sulfide, carbon diox-
ide and anoxic conditions are usually found
within the deep water in a meromictic pit lake
(Boehrer and Schultz 2006). While the density
stratification in meromictic lakes isolates the
metals and hydrogen sulfide in the deep water
from mixing with the rest of the lake, there is
a risk that an event such as a slope failure or
extreme wind storm that could release metals,
nutrients and hydrogen sulphide to the water
in the upper portion of the lake. The Central
Packwood Lake is not expected to become
meromictic based on the physical characteris-
tics of the lake, the expected chemical and bi-
ological conditions in the lake and a compari-
son with natural and pit lake analogues.

Meromictic lakes are usually deep com-
pared to their surface area. This morphometric
feature is quantified by Walker and Likens
(1975) by the relative depth ratio (Zr) defined as
the ratio of a lake’s maximum depth to its
mean diameter expressed as a percent. The rel-
ative depth ratio for the Central Packwood
Lake is 3.4 %. This ratio is low compared to the
pit lakes surveyed by Doyle and Runnells
(1997), which typically have a Zr of 10 % or
more.

Roesiger Lake (North Arm), an olig-
otrophic lake in western Washington, provides
a good natural analogue for the Central Pack-
wood Lake as the surface area, capacity, aver-
age depth, maximum depth and relative depth
ratio are nearly the same. Based on this natural

analogue, the Central Packwood Lake should
be seasonally stratified and mix throughout
the water column during the winter. However,
the water in Roesiger Lake (North Arm) has
very low concentrations of dissolved solids in
comparison with the estimates for Central
Packwood Lake. Thus, the comparison with
this natural analogue is not alone sufficient to
conclude that the lake will not become
meromictic.

Inflow of iron rich or saline groundwater
was the cause for meromixis in many pit lakes
(Boehrer and Schultze 2006). In addition, cal-
cite precipitation, iron cycle, and manganese
cycle may add solute density to the lower
water sufficient to establish meromixis
(Boehrer and Schultze 2008). Analogues of
near neutral pit lakes and geochemical model-
ing were used to assess whether meromictic
conditions might develop in the Central Pack-
wood Lake.

Flite (2006) studied the South Pit Lake, a
near neutral meromictic pit lake in South Car-
olina with a relative depth ratio of 9.18 %. A
phytoplankton bloom resulting from high
phosphorus loads increased pH levels, which
led to calcite precipitation. Calcite dissolved in
the lower portions of the lake water column
when it encountered water with higher CO₂
and lower pH. This cycling of calcium along
with intrusion of iron rich groundwater in-
duced a strong enough density difference for
the lake to become meromictic. Analysis of the
predicted Central Packwood Lake water chem-
istry using PHREEQC (Parkhurst and Appelo
1999) shows the water to be undersaturated
with respect to calcite at near neutral pH. Cal-
cite saturated occurs when pH increases above
8. However, calcite precipitation in surface
water and lakes requires high levels of super-
saturation for nucleation to take place (Suarez
1983, Kosamu and Obst 2009). Given the ex-
pected lake water chemistry from mass bal-
ance simulations, the level of supersaturation
required for calcite precipitation is unlikely to
occur in the oligotrophic Central Packwood
Lake.
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Hatfield Consultants (2011) studied nine
near neutral coal mine pit lakes in western Al-
berta. These pit lakes may be better analogues
as all are classified as oligotrophic. The relative
depth ratio appears to have some influence on
meromixis in these pit lakes. The lakes that
fully mixed during the spring and fall featured
relative depth ratios ranging from 2.4 % to
5.4 % while the lakes with relative depth ratios
ranging from 4.7 % to 9.4 % were meromictic.
However, Hatfield Consultants (2011) identified
the inflow of higher salinity groundwater as
the most significant factor contributing to
meromixis. They also found that the anoxic
water in five of the six meromictic lakes was
confined to the very deep portion of the lake
well and had little impact on the relative
amount of suitable habitat for aquatic life.
Groundwater inflows are only 1.2 % of the total
Central Packwood Lake inflow, which is un-
likely to cause meromixis.

Finally, two flooded mine pits at the Cen-
tralia Mine are useful analogues for the Central
Packwood Lake. Results of monitoring per-
formed at various depths within the flooded
pits are summarized in Table 2. These results
indicate that the water in the flooded pits does
not change much with depth and the entire
water column remains oxygenated during

sampling in the fall and winter. From these pit
analogues we can expect that the Central Pack-
wood Lake will mix throughout the water col-
umn during the fall and winter and that entire
water column should remain oxygenated.

Conclusions
Based on the physical characteristics of the
Central Packwood Lake, the modeling results
and the comparison with natural and pit lake
analogues, the Central Packwood Lake is ex-
pected to stratify during the summer but mix
throughout the water column during the fall
and winter similar to natural lakes in western
Washington. Phosphorus loading results indi-
cate that the Central Packwood Lake will be
oligotrophic. The concentrations of major ions
in the lake are expected to be similar to the
concentrations in Table 1 as predicted by mass
balance modeling. Calcium precipitation is not
expected to have a significant influence on cal-
cium concentrations within the lake water col-
umn. Iron and manganese and other metals
are expected to be at lower concentrations
than predicted by the modeling results in
Table 1 due to the removal by a constructed
wetland at the inlet to the lake and by settling
of organic and inorganic sediments within the
lake.

Table 2 –Flooded Pit Water Sampling Results, Centralia Mine.

Pit Date 
Depth 

(m)  
Temp 

(°C) 

Specific
Conductance 

(mS/cm) pH 
DO 

(mg/L) note 
3E 11-Nov-10 1.5 11.4 6.87 na 
3E 11-Nov-10 3 11.4 6.91 na 
3E 11-Nov-10 27.5 11.3 7.35 na 
3E 11-Nov-10 32 11.3 7.3 na 
3E 11-Nov-10 41 11.3 7.53 na bottom +1.5m 

Pit 7 30-Nov-07 1.5 8 7.5 13.8 
Pit 7 30-Nov-07 3 7.9 7.59 13.8 
Pit 7 30-Nov-07 12.2 7.9 7.75 12.8 
Pit 7 30-Nov-07 15.25 8.3 7.76 13.0 bottom +1.5m 
Pit 7 30-Nov-07 16.75 8 6.76 0.7 at bottom 
Pit 7 7-Feb-08 1.5 3.6 7.89 12.9 
Pit 7 7-Feb-08 19.5 3.6 7.96 12.1 bottom +1.5m 
Pit 7 11-Mar-09 1.5 5.6 8.32 14.4 
Pit 7 11-Mar-09 18.7 5.6 7.75 7 bottom +1.5m 
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The results of the study demonstrate the
importance of collecting adequate site data to
support the development of predictive models
and to evaluate the reliability of the predic-
tions. Predictive models alone cannot account
for all of the geochemical and limnological
processes that are important considerations
for end pit lake design. Therefore, the model
predictions should be coupled with relevant
water quality and limnological information
from pit lakes and natural lake analogues in
order to assess the likely physical, chemical
and limnological conditions for the pit lake.

Acknowledgements
The authors thank TransAlta Centralia Mining,
LLC for permission to publish the results of the
Central Packwood Lake reclamation plan. The
authors also thank Colorado School of Mines
for hosting the IMWA 2013 Conference and the
reviewers for critical comments on this paper.

References
Bear, J. 1979. Hydraulics of Groundwater. McGraw-Hill.

567p.
Boehrer, B. and M. Schultze 2006. On the Relevance of

Meromixis in Mine Pit Lakes. Intern. Conf. on Acid
Rock Drainage, March 26–30, 2006. St Louis, MO

Boehrer, B. and M. Schultze 2008. Stratification of
Lakes. Rev. Geophys 46. American Geophysical
Union.

Bortleson, G.C., G.T. Higgins, and G.W. Hill. 1974. Data
on Selected Lakes in Washington, Part II. USGS
Water Supply Bulletin 42.

Doyle, G.A. and D.D. Runnells 1997. Physical limnology
of existing mine pit lakes. Mining Engineering 49,
76–80.

Flite, O.P., 2006. Onset and Persistence of Biogenic
Meromixis in a Filling Pit Lake –A Limnological Per-
spective. PhD Dissertation, Clemson University,

Hatfield Consultants 2011. An Evaluation of Water
Quality in Existing End-Pit Lakes in the Coal Valley
Mine Area-Final Report. Prepared for Coal Valley Re-
sources, Edson, Alberta.

Holmer, M. and P Storkholm, (2001). Sulphate Reduc-
tion and Sulphur Cycling in Lake Sediments: A Re-
view. Freshwater Biology, Volume 46, Number 4,
April 2001, 431–451(21)

Kosamu, I.B.M and M Obst. 2009. The influence of pic-
ocyanobacterial photosynthesis on calcite precipi-
tation. Int. J. Environ. Sci. Tech. vol. 6(4), p 557–562.

Natural Resource Conservation Service. 2004. Chapter
9, Hydrologic Soil-Cover Complexes. Part 630 Hy-
drology, National engineering Handbook. U.S. De-
partment of Agriculture.

Parkhurst, D.L. and C.A.J. Appelo (1999) User’s Guide to
PHREEQC (Version 2). U.S. Geological Survey Water-
Resources Investigations Report 99–4259, 312p.

Suarez, D.L. 1983. Calcite supersaturation and precipi-
tation kinetics in the Lower Colorado River, All-
American Canal and East Highline Canal. Water Res.
Research, Vol. 12(3), pp653–661, Jan. 1983.

Vollenweider, R.A. and P.J. Dillon (1974). The application
of the phosphorus loading concept to eutrophica-
tion research. National Research Council of Canada,
Ottawa, Ontario: Technical Report 13690.

Walker, K.F. and G.E. Likens 1975. Meromixis and a re-
considered typology of lake circulation patterns.
Verh. Int. Verein. Limnol. 19, 442–458.



IMWA 2013 Golden CO; USA“Reliable Mine Water Technology”

Wolkersdorfer, Brown & Figueroa (Editors)1080


